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Antenna direzionale  per la banda broadcast te-
levisiva 470-860 MHz. Ideale per piccoli ripeti-
tori gap filler DVB-T/ DVB-H.  

PROTEL reserves the right to amend or modify any time in order to improve designs and  
to supply the best possible product described in this brochure without prior notification. 
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Directional Antenna for the TV broadcasting 
band 470-860 MHz. Especially suitable for small 
repeaters and gap filler DVB-T/ DVB-H. 
 

Antenna omnidirezionale per comunicazioni  
in banda UHF civile e  militare. Viene fornito 
di serie il radome di protezione. Radiatore e-
lettricamente a massa per evitare l’accumulo 
di cariche elettrostatiche.  

Omnidirectional antenna for UHF communication 
in civil  and military band. Supplied with protec-
tion radome. Ground radiator protection to avoid 
the accumulation of electrostatic shocks. 
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ELECTRICAL  DATA 
Frequency range MHz 470÷860 
Bandwidth MHz 390 
Gain typ. 

 
 

  

  

MATERIALS 
Aluminium – Teflon – Brass – Stainless steel 

MECHANICAL DATA 
Dimension length mm ∅ 60 x 250  
Weight Kg 1.5 
Mounting mm ∅ 30 
Ice protection radome 

ELECTRICAL  DATA dBi 2 
Frequency range MHz 380÷470 
Bandwidth MHz 18% Fc. 
Gain Typ. dBi 2.2 
VSWR  ≤1.5 
Nominal impedance Ω 50 
Polarization  V 
Max Power W 200 
Connector N 
Lightning protection All metal parts are D.C. grounded 

 

 

 V/V max V/V max  V/V max 

VSWR  
470÷860 MHz 
 

470÷750 MHz 
 

≤2.2 
≤1.7 

Nominal impedance      Ω 50 
Polarization V V 
H beamwidth typ. -3 dB 220° 
Max Power W 100 
Connector  N female 
Lightning protection All metal parts are D.C. grounded 

MECHANICAL DATA 
Dimension length mm 400 x 200 x 50 
Weight Kg 1 
Ice protection Full radome 

MATERIALS 
Aluminium - Copper 
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