
 

 

U
pd

at
in

g 
16

/0
5/

12
 

 
 23

PROTEL reserves the right to amend or modify any time in order to improve designs and  
to supply the best possible product described in this brochure without prior notification. 
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  BROADBAND SPECIAL  DIRECTIONAL ANTENNAS   

Antenne direzionali a doppia alimentazione indipendente, con possibilità di collegare entrambe le 
polarizzazioni contemporaneamente, ideali per coperture in gallerie. 

Directional antennas with double independent feeding and possibility of  using  both polarization at 
the same time, especially suitable for tunnels coverage. 
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ELECTRICAL  DATA 
Frequency range MHz 1710÷1880 
Bandwidth MHz 170 
Gain typ. dBi 16 
VSWR  ≤1.5 
Nominal impedance Ω 50 
Isolation dB ≥15 
Polarization  V-H-M  ± 45° 
E beamwidth typ. -3 dB 20° 
H beamwidth typ. -3 dB 20° 
Front back ratio dB ≥25 
Max Power W 100 
Connector  7/16 female 
Lightning protection All metal parts are D.C. grounded 

MECHANICAL  DATA 
Dimension length mm ∅ 220 x 1350 
Weight Kg 5.5 
Mounting clamps mm ∅ 40 x 114 - 2.5 Kg 
Ice protection Fiberglass full radome 

Cod.AR8B15WZ=1 connector output Ordering Informations Cod.AR8B15WQ=2 connectors output 

ELECTRICAL  DATA 
Frequency range MHz 1710÷1880 
Bandwidth MHz 170 
Gain typ. dBi 8 
VSWR  ≤1.5 
Nominal impedance Ω 50 
Isolation  ≥15 
Polarization dB V-H-M  ± 45° 
E beamwidth typ. -3 dB 70° 
H beamwidth typ. -3 dB 60° 
Front back ratio dB ≥25 
Max Power W 100 
Connector  7/16 female 
Lightning protection All metal parts are D.C. grounded 

MECHANICAL  DATA 
Dimension length mm ∅ 220 x 170 
Weight Kg 1.5 
Mounting clamps mm ∅ 40 x 114 - 2.5 Kg 
Ice protection Fiberglass full radome 

Cod.AR8B8WZ=1 connector output Ordering Informations Cod.AR8B8WQ=2 connectors output 

ELECTRICAL  DATA 
Frequency range MHz 1710÷1880 
Bandwidth MHz 170 
Gain typ. dBi 13 
VSWR  ≤1.5 
Nominal impedance Ω 50 
Isolation  ≥15 
Polarization dB V-H-M  ± 45° 
E beamwidth typ. -3 dB 25° 
H beamwidth typ. -3 dB 25° 
Front back ratio dB ≥25 
Max Power W 100 
Connector  7/16 female 
Lightning protection All metal parts are D.C. grounded 

MECHANICAL  DATA 
Dimension length mm ∅ 220 x 700 
Weight Kg 3.5 
Mounting clamps mm ∅ 40 x 114 - 2.5 Kg 
Ice protection Fiberglass full radome 

Cod.AR8B1413WZ=1 connector output Ordering Informations Cod.AR8B1413WQ=2 connectors output 

 V/V max

  V/V max

 

MOD. AR8B15.1 – COD. ARB82416W. 

MOD. AR8B1413 – COD. ARB81413W. 

 V/V max 

 V/V max 

 

  V/V max 

 V/V max 

 

MOD. AR8B8 – COD. ARB818W. 
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